Dimension: (Unit:

mm)

Common Rating

Step angle 18°

Position accuracy 1.80.09°

Dielectric strength 500VAC 1min
Insulation resistance [100MOhm(500VDC)
Insulation class B

Temp rise(Max) 80K

Radial play Max.0.02mm(Load 450g)
Axial play Max.0.08mm(Load 900q)
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Specification Motor Connections
Current/phase 6.0 A A+ R Black
Voltage 3.6V m
DC Resistance/phase |[0.43 @ A- B Red
Inductance/phase 2.95 mH
Holding torque L6N-M
Inertia 1.4 kgecm?
Weight 20 kg B+ # Yellow B- ¥ Blue
VLA t&.
Bt lryn  |EM7.05.19 e T ERERHRGERAT
.ﬂ% SHENZHEN LEADSHINE TECHNOLOGY CO., LTD.
Checked W._._%‘__% \_ .N . O m . \_ @ “.“.%»..MF projection m .@ ﬂ_ﬁn wm_mru\“ﬂ%wmmw
wwm._ m_nl&%u_q» 17.05 .19 Ehweight| il scale swﬁ_.m_ Stage Mark 86CMLS
_u%.,ﬁ. % 1% % 1 % Sheet 10f 1 _MMFE




